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-4 Local Area Connection Properties

General | Authentication | Advanced |

Connect uzing:

B8 NETGEAR FA2311Fast Ethernet PCI Adapter

Thiz connection uzes the following items:

g Cliert for Microzaft Networks
Q File and Printer Sharing for Microsaft Metworks
termel zol [TCRAR)

Inztall... Uninztall

Internet Protocol [TCP/IP) Properties

General | Altemate Configuration |

“‘'ou can get [P zettings aszigned automallcaﬂp ijn:l.ur network suppoits
this capability. Otherwize, you nead to ask vour netwark. administrator for
the appropriate [P zethings.

© Dbtain an |F address automatically
(D) Use the following IP address;

| |
() Obtain DNS server address automatically
() Use the fallawing DMS server addresses:

oo DS server | l

; METGEAR Router - Microsoft Internet Explorer

File Edit Wiew Favorites Tools  Help

Back + = - ) i | ‘Chsearch [ Favorites |

Address |&] http://192.168.0.1

Connect to 192.168.0.1 e |

MNETGEAR Di5834GyS
User name: Iﬁ admin j
Password;: [sesesass

[ Remember my password

a4 I Cancel
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Select the Country and Language

The country selection helps the Smart Wizard to quickly set up your Internet connection.
The country selection also determines the wireless regulations the router must observe.

The language selection determines what language will be used in the router configuration
screens.

Select Country and Language

Country: Australia hd
Language: English 'I

Met

Change the Administrator Password

Y¥our NETGEAR router uses an administrator password. It is printed on the bottom label of
the router. The default password is "password". The password is case sensitive. For
example, PASSWORD is not the same as passWORD.

Y¥ou can change the passwaord to restrict access to the configuration options of the router,

Enter a new password or click Next to keep the default password.

Password:
Repeat Password:

Back | Mext

PPPoE Detected

The Smart Wizard successfully detected the type of the Internet connection you have.

Back I Mext

Enter your PPPoE Settings

Usually, the login is the E-mail address from your Internet service.
For example, if the E-mail address of your main account with the
Internet service is med@thelnternet.cam, then enter that in the Login
bozx.

The password is usually the password you use to log in to your Internet
service,

Login DSL™@kddinet.au
Password LLLLIITT]
Service Name (if Required)

Idle Timeout {In Minutes) (o]

Back |

Updating Your Settings
The router is now updating your settings.

Progress

0% 1009

Please Wait...

Ccc



Wireless Network Configuration

Internet Connection setup is now complete,
Please continue with the configuration of your Wireless Network

Mext

Select your Region

For regulatory compliance, please select the geographic region where this router will be used.

Select the Region where you are located: Australia =

Back | Next I

Name your Wireless Network

Your network name may also be referred to as "Wireless Metworlk Name" or "SSID". This
narme uniquely identifies your network, Your wireless clients (PCs, Motebook, etc) need to
use the same wireless netwark name.

Enter your Wireless Network Name (SSID): [NETGEAR (32 characters

max.)

Eack PMext

Secure your Wireless Network

Do you wish to protect your Wireless Network with security features?

Back Mo Yes

Choose the Wireless Security Type

WPA-PSK + WPA2-PSK

‘ol WPA-PSK + WPA2-PSK is also called miked mode, and is the strongest and easiest to
use security standard supported by RangeMax Mext wireless adapters, but many not be
compatible with older adapters.

WPA-PSK

o WPA-PSE is the next highest security standard. If all of your equipment supports
this standard, select WPA-PSK,

WEP
WEP is an older security standard that is supported by most wireless devices.

Back Mest

Create WPA-PSK Passphrase

Enter a passphrase that you can remember. The passphrase is case sensitive, for example
PASSword is not the same as passWord

Note:
Y¥ou will need the pre-shared key information when setting up each of the wireless client.
Be sure to print the subsequent summary screen.

WPA-PSK passphrase: |
(8 to 63 characters)

Back | Print | MNext I
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Summary of Your Settings

Your router uses the following settings. You will need the wireless settings when you set up
computers to wirelessly connect to the Internet through this router.

Important: Be sure to print this screesn or write down these settings.

Router

Internet Gonnection Type: pppoe
Router Login:

URL: wiwy, routerlogin. corm
Login Name admin

Administrator Password: password

Wireless Network

Wireless Network Name(SSID): NETGEAR

Region: sustralia
Wireless Channel: & {auto)
Security Type: WRA-PSK
WEP Passphrase:
WPA Passphrase: tolkyonet
Back | Frint et
Success

Internet Connection
Your wired connection to the Internet is working!

wireless Network
Your wireless network is enabled.

Use the information from the Summary screen to configure your wireless computers to
connect to the Internet through this wireless network,

Router Gonfiguration

This configuration assistant is finished, It only appears when the router is in its factory
default state,

In the future, click on the desktop shortcut labeled Router Login, or go to

weww . routerlogin.net to wiew or change your router settings.

Done

WAN Sefun

Dynamic DNS I Enabla PPPOE Relay
LAN IP Setup
Wireless Settings

I” Disabie Port Scan and DOS Protection

3 T ™ Default DMZ Server [ fiez b1

Remote
Management
Static Routes I” Respond ta Ping on Internet Port

MTU Size (in bytes) 1452

I” Disable SIP ALG

UPnP

VPN Wizard
VPN Policies
VPN Status

Cancel

Knowledge Base

Documentation

Loaout

rosoft Internet Explorer x|

\\/ The Web page vou are viewing is trying to close the window,

D you wank ko clase this window?

Yes Mo




Basic Settings

Does Your Internet Connection Require A Login?

& ves

C Mo

Encapsulation PPPOE (PPP over Ethernet) =
Login DSLO0000@kddi.net.au
Password LIITTITT]

Senvice Name {If Required)

Idle Timeout {n Minutes)

Internet IP Address
& GetDynamically Frar ISP

' Use Staic IP Address

Domain Name Server (DNS) Address

& Get Autorm atically From ISP
' Use These DNS Servers
Primary DNS

Secondary DNS

NAT (Network Address Translation)

@ Enable © Disable © Disable firewal

Basic Settings
ADSL Settings

Logs
Block Sites

Router Status

ml Cancel EI

Multiplexing Method IVC—EIASED 'I

WP

IS_
W |35
Apply | Cancel |

Account Hame
Firmware Version

DGEIAGYE
WE.00.24

ADSL Port

MAC Address

IP Address

Metwork Type

IP Subnet Mask
Gateway IP Address

Domain Name Server

00:24:B2:01:2C:C4H
203.33.96.2
PPPOE
255.255.295.2595
203.33.96.1

2027716111
2037716112

—_—Ci




Wireless Data
Security Options

Range: Up to 300 Feet

1) Open System: Easy but no security.
2) WEP: Security but some performance
impact.

4) WPA2: Very strong security.

p—

Cc

ADSL Settings

Wirel Setlings

Wireless Settings

Wireless Network

Narrie (SSID); METGEAR

pustralia ]

Region:

Channel:

Mode:

Wireless Access Point
Enable Wireless Access Point
Allow Broadcast of Mame {5510)

™ wireless Isolation

Wireless Station Access List

Security Options
" Disahle
WEP (ired Equivalent Privacy)
WRA-PSK 0NI-Fi Protected Access Pre-Shared Key)
& WRAZ-PSKMWI-Fi Protected Access 2 with Pre-Shared Key)
C WPA PSK+WPAZ-PSK
' WPA-B02.1%
C WRAZ-B02.1x
COWPA-BO2 A WPAZ-802 13

Security Options (WPA-PSK)

Passphrase:ltﬂkyﬂnet

| (8-63 characters)

[ Gt flel ] G|
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